
This ATV should not be ridden by anyone under 16 
years of age. Passenger under 12 are prohibited.

CF500ATR-2S/CF500ATR-2L
SERVICE MANUAL

READ THIS MANUAL CAREFULLY
It contains important safety information

CFORCE 520
  S/L
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 3 Maintenance and adjustment

 3

  Replace engine oil and oil filter initially
at 20 hours or 750km and every 100 hours
or 3000km thereafter.

  Replace Engine Oil
● Remove oil dip rod 1, drain bolt 2 and
washer 3;
●Drain out the engine oil while the engine
is still warm.
●Clean oil dip rod, drain bolt and washer
with solvent.
● Install washer and drain bolt;
         Drain Bolt：25N·m
● Fill engine oil（about 2900mL）

No te：
Keep the engine in a plan position Do
not tighten oil dip rod when measur-
ing oil level.

3.11 Inspection of Lubrication Sys-
tem

Check Engine Oil Level

●Keep the engine in a plan position
●Remove oil dip rod 1

●Clean oil dip rod, insert oil dip rod but do
not tighten it.

● If the engine oil is insufficient, fill more
oil until the sufficient oil is obtained.
   Engine oil：SAE15W/40 SGor higher

● Take out oil dip rod and check if oil is
between upper and lower limit.

1

1

2 、3

                             1
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 CFMOTO

Caution：
   The engine oil should be changed
when the engine is warm. If the oil filter
should be replaced,replace engine oil
at the same time.

● Turn off the engine and wait for about 3
minutes,and then check the oil level on the
dipstick.

Replacing Oil Filter

 ●Remove relative parts ( see Replacing
Engine Oil)

●Remove oil filter cover bolt 1 and filter
cover 2

●Remove O ring 3 , then oil filter 4

1
2

1

4

3

● Install oil dip rod, start the engine and
allow it to run for several minutes at idling
speed.

Oil Filter Element Installation
Install a NEW o-ring on oil filter cover,
Apply engine oil on o-ring and the end of
filter;
Install the element into oil filter bore;
Install the element into oil filter bore, bolt.
Torque screws to:8N·m 1

2

2

Oil Filter Element Inspection
Check and clean the engine oil filter inlet 1
and outlet 2 area for dirt and other
contaminations.
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